
 

 

Conditioning Spray 
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pH-value 

Viscosity 

Product form 

Spray & Wipe / SE.008 

5.46 

2.200 mPa.s Brookfield DV2T, Spindle 93, 5 rpm 

O/W Spray 
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Production method 

1. Disperse Sisterna SP70-C into the glycerine (1).  

2. Mix ingredients of (2) in given order. 

3. Add (2) to (1) and homogenise with a high shear mixer for 1 minute. 

4. Add Avicel PC611 to the water of (3) and shear for 10 minutes with a high shear mixer. 

5. Add oil-in-glycerin emulsion (1+2) to (3) while mixing. 

6. Add (4) and adjust pH 6,5 with Citric Acid if necessary. 

 

 

Formulation prepared via concentrated emulsification procedure 

 

 Ingredient INCI-name % w/w Supplier 

     

1 Glycerin (99%) Glycerin 5.00 several 

  Sisterna SP70-C Sucrose Stearate 1.50 Sisterna 

     

2 VAVSLight Dodecane, Hydrogenated Olive Oil 

Unsaponifiables, Coco-Caprylate/Caprate 

5.00 EFP Biotek 

  Relaxed Music 354053-C Parfum 0.30 Luzi 

 Tocomix L70-IP Tocopherol, Helianthus Annuus Seed Oil 0.10 Jan Dekker 

     

 3 Deionized water Aqua  85.10 several 

  Avicel PC611 Microcrystalline Cellulose, Cellulose Gum 1.50 FMC Biopolymer 

  Wasabi Flavone  Butylene Glycol, Wasabia Japonica Leaf Extract 0.50 TriBeauté 

     

4 Euxyl K 712 Sodium Benzoate, Potassium Sorbate, Aqua 1.00 Ashland 

 Citric Acid (10% Aq. Sol.) Citric Acid q.s. several 
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